
TOTALLY SECURE OPERATION
When a valid credential is detected, the green LED illuminates, the locking mechanism opens and there is a positive 

confi rmation beep. If an invalid credential is entered, the red LED illuminates, and there is a negative beep.

NUMERIC KEYPAD
Provides authorization with
a PIN code of variable length.

EL-2004-KP

MAGSTRIPE CARD
Designed for secure confi rmations 
with existing mag stripe cards, 
including credit cards.

EL-2004-MS

PROX READER
Just wave the card and enter.

EL-2004-PR

CompX eLock® is a highly engineered lock with a motor-driven latch. Its uncompromising lock 
control electronics include a non-volatile memory that stores 250 user / supervisor codes and audit 
trail. With optional LockView® audit trail software, CompX eLock® remembers 1500 access attempts. 
Programming is simple with numeric keypad or WindowsTM based LockView® software.

PROX CARD

MAGSTRIPE CARD

The eLock can be mounted on cabinet 
doors and drawers, medical carts, patient 
fi les, hospital / pharmacy refrigerators — 
anywhere access control is needed or required.

NUMEROUS APPLICATIONS . . . 

PROX READER / KEYPAD DUAL SYSTEM
Prox reader and numeric keypad 
for dual control.

EL-2004-PRKP

MAGSTRIPE / KEYPAD DUAL SYSTEM
Mag card and numeric keypad 
for dual control.

EL-2004-MSKP



Contact your CompX Security Products distributor for detailed information.
PO Box 200, Mauldin, SC 29662 • compx.com • Phone: 864.297.6655 • Fax: 864.297.9987

PRODUCT SPECIFICATIONS

LockView® is a trademark of CompX Security Products. HID is a trademark of HID Corporation. Windows is a trademark of the Microsoft Corporation. 
Specifi cations may vary based on user application.

COMPX eLOCK® FEATURES
k 250 user or supervisor codes
k Surface mounted
k Audit trail of last 1500 access attempts 
 with date, time and user name
k Motor driven latching mechanism
k LED status indicators (red & green)
k 4AA battery pack mounts remotely 
 (two year battery life.) Alkaline batteries
 recommended — not included
k “Jump Start” 9-volt battery power port allows
 the user, with a valid credential, to access 
 the eLock when the batteries are exhausted
k Audible Alarm Bolt System
k Compatible with 12 volt electric door strikes
k Low battery indicator
k Audible beeper
k Standard RJ11 communications port 
 for audit trail download

COMPX eLOCK® OPTIONS
k Power pack (120V or 230V)
k High decibel alarm box
k Dual latch control system
k LockView® software
k Through door mounting available
k RJ11 / USB converter for LockView® 
 WindowsTM software
k Electric Strike
k 5-minute lockout after multiple 
 invalid attempts

k Embedded Security Data:
• Serial number

 • Two reset codes to delete supervisors and users
 • Pass code prevents unauthorized LockView® use

LOCKVIEW® SOFTWARE
k Add, edit, view and delete users / supervisors 
 and their credentials
k Add, edit and delete CompX eLocks®

k Assign access rights between users / supervisors 
 and CompX eLocks® in the database
k USB connection required
k Download, view, save, print, archive 
 and delete audit trails
k Dual credential access available
k Set real time clock
k Time based access restrictions
k Create user groups
k WindowsTM based

CompX
eLock®

Spring Bolt

Battery 
Pack and Cable

Reorder #: F2644-010 Copyright 2006 © CompX Security Products


